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WARNING: o
Regulation I, Section 6.09(a), requim- that the owner or applicant notify the Agency of the completion of the work covered by the

appl_icatioh and when its operation will begin. This form is provided for your convenience to assist you in complying with this part
 of the Regulation. _ .

Mail to: Puget Sound Air Pollution Controi Agency -
Plan Review Section _ ‘
110 Union Street, Suite 500 FEB - 8 1994

Seattle, Washington 98101-2038 d{ Puaer
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Gentlemen:

The project described below was completed on 4 é /& ? ’q%
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Ti Phone . Date

FOR AGENCY USE ONLY | ' o Notice of Construction No. 6264
Registration No. 15019
Project D&scrxpuon : J’ °& onJa.

One patural gas/No. 2 oil fired Cleaver-Brooks Boiler rated at 25.1 MMBtu/hr.
Conditions On

. Reverse Side
Applicant . Owner
SONNY BIVINS : _
LONGVIEW FIBRE CO. . LONGVIEW FIBRE CO.
PO BOX 24867, SEATTLE, WA, 98124-0867 PO BOX 24867, SEATTLE, WA, 98124-0867
Location
LONGVIEW FIBRE CO., 5901 E MARGINAL WY S, SEATTLE, WA, 98134
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. Longview Fibre Co. (LFC) is subject to requirements of 40 CFR 60 Subpan_bc and shail notify EPA of the instilation.

. LFC shall operate these boilers using No. 2 oil with no more than 0.05% suifur. Records shail be maintained for a period of two
years apd made a\_railable to PSAPCA pers.onncl upon request. ' .

. Within 180 days of startup of the boilers, LFC shall perform a compliance test according to Regulation I, Section 3.07, to
demonstrate compliance with the NOx and CO limits in Condition No. 7.

.- The emissions of this boiler shail not exceed any of the following:
a. NOx = 0.05, CO = 0.05, $02 = 0.01, VOC = O.Ui 1b/MMBm one-hour average on matural gas.
b. NOx = 0.20, CO = 0.10, SO2 = 0.60, VOC = 0.05 It/MMBuu one-hour average on- No. 2 oil.

¢. PM-10 = 0.02 gr/dscf @ 7% O2.
d. Source test methods are EPA Methods 6C for SO2, 7E for NOx, 10A for CO, and 25A for VOC; and PM-10 by PSAPCA procedure in

Resolution 540 dated Aug 11, 1993.
. It shall be unlawful for LFC to cause or allow the emission of any air contaminant from this boiler which exceeds 10% opacity

according to EPA Method 9.

I:] See Attachment
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